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MI-4190 Family of 

Solutions for virtually every 
motion control application

Position Controllers
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MI-4191
The MI-4191 offers basic motion control 
of a single axis motion device. As with 
all the models, it can be configured for 
synchro or encoder feedback, use local 
control options, interface to a host 
computer system and even operate with 
a personal computer using an optional 
virtual control panel. The MI-4191 can 
be operated in a slave configuration via 
the serial interface with another MI-
4190 model serving as the master. With 
the front panel control, the MI-4191 is 
an integrated controller and amplifier
capable of full independent functionality 
and control of single axis motion control 
devices.

MI-4192
The Model MI-4192 extends position 
control capabilities from one axis as on 
the MI-4191, to up to eight axes. The 
standard model MI-4192 can 
sequentially drive four fractional 

horsepower axes and with an additional 
Power Amplifier Unit drive up to eight 
axes. The Control Unit provides all the 
functionality of the single axis unit but 
for multiple axes. All axis switching 
functions are provided through user 
interfaces or software control. With the 
additional PAU, the user may operate 
one axis from each PAU at the same 
time.

MI-4193
If simultaneous control of multiple axes 
is required, the MI-4193 model is the 
preferred solution. This unit provides all 
the functionality of the MI-4191 and MI-
4192 and can drive up to fur axes 
simultaneously. This capability provides 
the user with unique operational 
opportunities to create complex motion 
profiles.  By adding up to 3 additional 
PAUs, the MI-4193 can control up to 16 
axes of motion.

MI-4195
For the very large position control 
application, the MI-4195 is the ideal 
solution. The four axis sequential 
operation of this model provides 
precision control for user requirements 
of up to five horsepower drives. This 
model is very similar in operation to the 
MI-4192 with the addition of a higher 
power output capability. An additional 
Power Amplifier Unit may be used to 
increase capacity from four to eight 
axes. The additional power amplifier 
selection may also include the fractional 
horsepower PAU typically used with the 
MI-4192, thus combining the 
capabilities of both models in one 
configuration.
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The MI-4190 Family of Position Controllers Is Comprised of Four Models
 

Product Specifications
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